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MXV-IR714IP5BZ

MXV-962IP5XV

MXV-IR230IP5DV

MXV-WIR240IP3DF

MXV-WIR310IP3BV

MXV-IR770IP13BV

MXV-IR220IP13DV

MXV-IR777IP13BF

MXV-WIR250IP13DV

MXV-IR270IP1DF

MXV-IR514IP1BF

MXV-NVR8804 / 8808

MXV-NVR7004S / 7009S / 7016S

MXV-NVR2016C / 2036C

MXV-DVR7708 / 7608

IVS software

MXV-WIR898SDIBV

MXV-WIR255SDIBV

MXV-WIR444SDIBV

MXV-WIR660SDIBV

MXV-WIR540SDIDV

MXV-WIR290SDIDV

MXV-W848SDIXV

MXV-PTZ404SDI3X

MXV-PTZIR961SDI20X

MXV-DVR2204SDIM

MXV-WIR770A7BV

MXV-WIR330A7BV

MXV-IR860A7BF

MXV-IR361A7BF

MXV-IR745A7BF

MXV-IR514A7BF

MXV-IR665A7BV

MXV-ANIR893A7DV

MXV-AN554A6DF

MXV-ANWIR990A7DV

MXV-WIR250A7DV

MXV-IR513A6DF

MXV-484A7PXV

MXV-W289A6X27V

MXV-IR111A5MF





Specification

Product Details

Feature

 

Specification

Feature

Item no. 

Image Sensor 

Lens 

Min. Illumination 

Video Codec 

Video 
Resolution 

Video Frame 
Rate 

Streaming Level 

Bit Rate 

Audio 
Compression 

Audio Input 

Audio Output 

Network Port 

Network Protocol 

PoE

Software 

Working 
Temperature 

Power Input 

H.264 

1-, support adjustable 25fps

2 adjustable 

50k -8Mbps

2Vp -p, 1Vms, support pickups input (only for active audio)

16Vms, 30mw, support earphone or power amplifier

10-

H.264 Audio

Product Details

Temperature -10 C~ +50 C

3.6/6mm lens optional

1.76V/Lux-sec

  Optional

2.8-12mm/6-22mm zoom lens

½.5” 

G.711

Temperature -10 C~ +50 C 
5

7
m

m

60mm

128mm

4

4.Multiple adjustable resolution with self-adapting 
 technology

5.Supporting dual streaming level
6.Protocol- 

4.Multiple adjustable resolution with self-adapting 

6.Protocol- 
etc

8.Various recording modes- motion detection 

manual recording. 

5

H.264 Network Audio Network

www.multixvision.comwww.multixvision.com

MXV-IR714IP5BZ

5.0 Megapixel IP Zoom Camera 5.0 Megapixel IP Box Camera

MXV-IR714IP5BZ

MXV-962IP5XV

MXV-962IP5XV



Specification

  

Specification

  

Item no. 

Image Sensor ½.5” 

Lens 

Distance

Min. Illumination 

Video Codec H.264 

Video Resolution 

Sub stream: 640*360,

Video Frame Rate  support adjustable 1 -25fps

Streaming Level 2 adjustable 

Bit Rate 

Audio 

Network Port 10 -

Network Protocol 

PoE

Software 

Working 

Temperature 

Power Input 

Item no. 

Image Sensor 

Lens 3.6mm lens

distance

Min. Illumination 

Video Codec H.264 

Video Resolution 

Sub stream: 640*360,

Video Frame 

Rate 
support adjustable 1-25fps

Streaming Level 2 adjustable 

Bit Rate 50k - 8Mbps

Network Port 10 -

Network Protocol 

PoE Optional / Built -

Software 

Free Client software and charged Intelligent 

software 

Symbian, 

Android and iPhone mobile 

Working 

Temperature 

8
4

m
m

46mm
84mm

1
0
7
.6

m
m5
7m

m

H.264
Vandal
Proof

Wide

Feature

Related Item

Feature

Bracket Optional

- 8Mbps50k

 2.8-12mm lens

Optional

Temperature -10 C~ +50 C Temperature -10C ~ +50 C 

Support

1.Standard H.264 compression

sensor

4.Multiple adjustable resolution with self-adapting 

6.Protocol- 
etc

8.Various recording modes- motion detection 
recording, alarm recording, schedule recording  
and manual recording. 

1.Standard H.264 compression

sensor

4.Multiple adjustable resolution with self-adapting 
technology

5.Supporting dual streaming level

8.Various recording modes-motion detection 
recording, alarm recording ,schedule recording  
and manual recording. 

10.Super wide dynamic range, Max. 100dB

6 7

H.264 Audio
Vandal
Proof

Power Input 

Bracket Optional

www.multixvision.comwww.multixvision.com

MXV-IR230IP5DV

MXV-IR230IP5DV

5.0 Megapixel IP Dome Camera 3.0 Megapixel IP Dome Camera

MXV-WIR240IP3DF

MXV-WIR240IP3DF

MXV-IR260IP5DV



Specification

Item no. 

Image Sensor 1/3” 3.0 Megapixel Progressive 

Lens 

Min. Illumination 

Video Codec H.264 

Video Resolution 

Video Frame 
Rate 

support adjustable 1-25fps

Streaming Level 2 adjustable 

Bit Rate 50k-8Mbps

Network Port 10-

Network Protocol 

PoE

Software 

Temperature 

Power Input 

  

Specification

 

  

Item no. 

Image Sensor 1/3” low illumination

Lens 

distance

Min. Illumination 

Video Codec H.264 

Video Resolution 

Video Frame 

Rate 

Streaming Level 2 adjustable 

Bit Rate 50k - 8Mbps

Network Port 10 -

Network 
Protocol 

PoE

Software 

 Free Client software and charged Intelligent Video 

Symbian ,  Android and iPhone mobile. 

Working Temperature 

Power Input 

102mm

9
9
m

m

81mm

293mm

H.264

Wide

Water Proof H.264 Audio

Feature

White Optional

Feature

Product Details

6mm, 4-9/2.8-12mm lens optional

Support

Temperature -10 C~ +50 C 

2.8-12mm lens

Main stream: 1080P@15fps, 960P/720P@25fps

support adjustable 1-25fps

Temperature -10 C~ +50 C 

1.Standard H.264 compression

4.Multiple adjustable resolution with self-adapting 
technology

5.Supporting dual streaming level

8.Various recording modes-motion detection 
recording, alarm recording ,schedule recording  
and manual recording.

1.Standard H.264 compression

5.Multiple adjustable resolution with self-adapting 
technology

6.Supporting dual streaming level

9.Various recording modes-motion detection 
recording, alarm recording ,schedule recording  
and manual recording

8 9
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MXV-WIR310IP3BV

3.0 Megapixel WDR IP Bullet Camera

MXV-WIR310IP3BV

MXV-IR770IP13BV

MXV-IR770IP13BV



Specification

  

Specification

  

Item no. 

Image Sensor 1/3”  low illumination

Lens 

Distance

Min. Illumination 

Video Codec H.264 

Video 

Resolution 

Video Frame Rate 

Streaming Level 2 adjustable 

Bit Rate 50k - 8Mbps

Network Port 10 -

Network Protocol 

Software 

Free Client software and charged Intelligent 

Symbian , Android and iPhone mobile. 

Working 

Temperature 

Power Input 

Item no. 

Image Sensor 1/3" low illumination

Lens 

Distance

Min. Illumination 

Video Codec H.264 

Video Resolution 

Video Frame 

Rate 

Streaming Level 2 adjustable 

Bit Rate 50k - 8Mbps

Network Port 10 -

Network Protocol PnP

PoE

Software 

Free Client software and charged Intelligent 

Symbian , Android and iPhone mobile. 

Working Temperature 

Power Input 

H.264 Network H.264

Feature Feature

Grey Optional Product Details

, 20

 2.8-12mm lens

Main stream: 1080P@15fps, 960P/720P@25fps

support adjustable 1-25fps

PoE  

Temperature -10 C~ +50 C 

 3.6/6mm lens

Hisilicon 3508C

Main stream: 960P/720P@25fps

support adjustable 1-25fps

Temperature -10 C ~ +50 C 

1.Standard H.264 compression

4.Color: 0.1Lux@F1.2, B/W: 0.01Lux@F1.2  

5.Multiple adjustable resolution with self-adapting 
technology

6.Supporting dual streaming level

9.Various recording modes-motion detection 
recording, alarm recording ,schedule recording  
and manual recording. 

1.Standard H.264 compression

4.Color: 0.1Lux@F1.2, B/W: 0.01Lux@F1.2  

5.Multiple adjustable resolution with self-adapting 
technology

8.Various recording modes-motion detection 
recording, alarm recording ,schedule recording 
and manual recording. 

10 11

Network

www.multixvision.comwww.multixvision.com

MXV-IR220IP13DV

MXV-IR220IP13DV

MXV-777IP13BF

MXV-777IP13BF



Specification

  

Item no. 

Image Sensor 

Lens

Min. Illumination 

Video Codec H.264 

Video Resolution 

Video Frame Rate , support adjustable 1-25fps

Streaming Level 2 adjustable 

Bit Rate 50k-8Mbps

Network Port 10 -

Network Protocol P

Software 

Free Client software and charged Intelligent Video 

Symbian, 
Android and iPhone mobile. 

Working Temperature 

Power input 

Specification

  

Item no. 

Image Sensor 

Lens

Min. Illumination 

Video Codec H.264 

Video Resolution 

Video Frame Rate 

Streaming Level 2 adjustable 

Bit Rate 50k-8Mbps

Network Port 10-

Network Protocol 

Software 

Free Client software and charged Intelligent Video 

Android and iPhone mobile. 

Working Temperature 

Power Input 

H.264

Feature Feature

Black Optional Product Details

 4mm / 2.8-12mm lens optional

Hisilicon 3508C

Main stream: 960P/720P@25fps

support adjustable 1-25fps

Temperature -10 C~ +50 C

PoE 

3.6mm lens

1.Standard H.264 compression

 4.Color: 0.1Lux@F1.2, B/W: 0.01Lux@F1.2  

 5.Multiple adjustable resolution with self-adapting 
technology

 6.Supporting dual streaming level

 9.Various recording modes-motion detection 
recording, alarm recording ,schedule recording  
and manual recording.

1.Standard H.264 compression

 4.Multiple adjustable resolution with self-adapting 
technology

 5.Supporting dual streaming level
 6.Protocol- 

etc

 8.Various recording modes-motion detection record- 
ing, schedule recording and manual recording. 

9
0

m
m

135mm

12 13

H.264 Network Network

Temperature -10 C~ +50 C

www.multixvision.comwww.multixvision.com

MXV-IR250IP13DV

MXV-IR250IP13DV

MXV-IR270IP1DF

MXV-IR270IP1DF



Specification

  

Item no. 

Image Sensor 

Lens

Min. Illumination 

Video Codec H.264 

Video Resolution 

Video Frame Rate 

Streaming Level 2 adjustable 

Bit Rate 50k-8Mbps

Network Port 10-

Network Protocol 

Software 

Free Client software and charged Intelligent Video 

Android and iPhone mobile. 

Working Temperature 

Power Input 

H.264 Network

Feature

Product Details

3.6mm lens

Hisilicon 3508c

PoE 

Temperature -10 C~ +50 C

Specification

  

Channel

4/8

Network Real-Time

Feature

Product Details

System

Operating System

Language

Operation Mode

Password Security

Model

Preview, Record, Playback, Backup, 
Network, Mobile Surveillance

2 level, admin + User

Input Video Input                4*1080P/960P/720P

    

Output

Display window 1/4 1/4/8

Para-
meters

Compression

Record  Resolution

Dual Stream

Recording Mode

Mobile Monitor

Playback

H.264

1080P/960P/720P@30fps

Support, every channel has 2 adjustable 
stream, main and sub

Boot, Timing,  Motion Detection

4*960P/720P or 1*1080P

Type

External 
   Port

Network Port

Serial Port

Upgrade Support U disk/ Network Upgrading

Others

Power Supply

Power Consumption

Working Temperature

Working Humidity

Housing

5V 2A

-10�-�55�

10%-90%

Mini housing

≤1.2Kg

Chinese, English, Dutch, Russian, French, 
German,Thai, Italian, Hebrew, Kazakh, Spanish, 
Portuguese, Persian, Polish, Korean, Czech

Support iPhone, Windows Mobile, 
BlackBerry, Symbian & Android

1.Standard H.264 compression

 4.Multiple adjustable resolution with self-adapting 
technology

 5.Supporting dual streaming level
 6.Protocol- 

etc

 8.Various recording modes-motion detection record- 
ing, schedule recording  and manual recording 

storage and playback; 

 3.Click any area and zoom in or zoom out on the 
image by mouse; 

 4.Support digital zooming under preview and 
playback modes; 

 5.Support search, playback and backup by event; 

14 15

30mm

88mm88mm

Mini
Smart
Phone

1080P

 8*1080P/960P/720P

www.multixvision.comwww.multixvision.com

MXV-IR514IP1BF

MXV-IR514IP1BF

MXV-NVR8804 / 8808

MXV-NVR8804 MXV-NVR8808



SpecificationSpecification

1.5U Network Video Recorder     

Channel

4/9/16

Network Real-Time Audio Smart
Phone Channel

16/36

Network Real-Time Audio Alarm

Feature Feature

440mm

9
0

m
m

450mm

Retaled Item Product Details

System

Operating System

Language

Operation Mode

Password Security

Model

Chinese, English, Dutch, Russian, French, German, Thai, Italian, Hebrew, 
Kazak, Spanish,Portuguese, Perish, Polish, Korean, Czech

Preview, Record, Playback, Backup, Network, Mobile Surveillance

2 level,    admin + User

Video Input

Audio Input

Alarm input

4*1080P/960P/ 720P

Output
Display window

Audio output

Alarm output

1/4 1/4/9 1/4/9/16/24

Para-
meters

Compression

Record  Resolution

Dual Stream

Audio Compression

Recording Mode

Mobile Monitor

Playback

H.264

Support, every channel has 2 adjustable stream, main and sub

G.711

Boot, Timing, Alarm, Motion Detection

Type

External 
Port

Network Port

Serial Port

Upgrade Support U disk/ Network Upgrading

others

Power Supply

Working Temperature

Working Humidity

Housing

Dimension(W×D×H)

12V 4A

10%-90%

1.5U

350mm×240mm×70mm

≤3Kg

System

Operating System

Language

Operation Mode

Password Security

Model

Chinese, English, Dutch, Russian, French, German, Thai, Italian, Hebrew, Kazak, 
Spanish, Portuguese, Perish, Polish, Korean, Czech

Preview, Record, Playback, Backup, Network, Mobile Surveillance

2 level, admin + User

Input

Video Input

Audio Input

Alarm input

    

Output
Display window

Audio output

Alarm output

1/4/9/16/24 1/4/9/16/24/36

Para-
meters

Compression

Record  Resolution

Dual Stream

Audio Compression

Recording Mode

Mobile Monitor

Playback

H.264

Support, every channel has 2 adjustable stream, main and sub

G.711

Boot, Timing, Alarm, Motion Detection

Support iPhone Symbian& Android

Type

External 
Port

Network Port

Serial Port

Upgrade Support U disk/ Network Upgrading

others

Power Supply

Working Temperature

Working Humidity

Housing

-10℃-＋55℃

10%-90%

2.0U housing

≤14Kg

l 16*1080P
20*720P

Audio out

Speak Alam In/Out

-10 C~55 C

l 25*1080P
36*960P/720P

support Onvif 

storage and playback; 

 4.Click any area and zoom in or zoom out on the 
image by mouse; 

 5.Support digital zooming under preview and 

storage and playback; 
 4.Click any area and zoom in or zoom out on the 

 6.Support search, playback and backup by event; 
 7.Support 4ch playback simultaneously.

16 17

Output
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MXV-NVR7004S / 7009S / 7016S

MXV-NVR7004S MXV-NVR7009S MXV-NVR7016S

MXV-NVR2016C / 2036C

MXV-NVR2016C MXV-NVR2036C

MXV-NVR6004Q / 6008Q / 6016Q



Specification

 

6. Run with Intelligent video analysis  software 
7. Powerful playback supporting simultaneous  

playback, digital zoom-in and zoom-out white playback
 

 

9. Easy network connection - only one client to get 
server address for remote surveillance

 

10. Operation System  

  

Item No.

Video Compression

Video Input

Video Standard

Display Frame rate

Display Resolution

Recording Frame 
Rate

Recording Resolution

Recording Mode

Searching Mode

Duplex Model

Operation System

H.264

Continuous, schedule, manual, motion 

detection, alarm triggering recording

Time search, event search

Alarm, BackLive video, recording, Playback,

up simultaneously

Windows server 2003 and 2008

Intelligent 

Functions

Face detection, 

missing object 

detection, 

suspicious object 

detection, motion 

detection

Face detection, missing 

object detection, 

suspicious object 

detection, motion 

detection, object 

counting, guard- line 

crossing detection, 

retrograde detection, 

defogging

Feature

 

 2. Intelligent  Video  Analysis  Function - Face detection,  
Missing object detection, Suspicious object detection
 and motion detection

 
 3. Central surveillance client software, support up to 64 channels

 4. 'One click connection' remote preview

 5. Image enhancement function (Defogging Live 

 6. Moving object tracking function(Guard line detection and 
counting, Retrograde Detection, Tracking and Zoom) 

  
Feature Feature

Channel

25
Network

Motion
Detection

Wide
Smart
PhoneH.264 Channel

8 Analog

Network
Motion

Detection
Face

Detection Alarm
Face

Detection

8 channel4 channel 25 channel16 channel

Windows xp/windows 7/windows 2003 server/windows 2008 server

Memory

Hard disk

Power

Intel Celeron E3300 
or above

Intel Pentium E600 
or above

Intel i5 or above Intel i7

1G or above 2G or above 4G or above 8G or above

Hard disk capacity is larger than 200G and recording needs about 
1G an hour each channel.

Support all kinds of graphics card, 128M memory or above

350W or about

Interface

Brief Introduction of Intelligent Video Analysis function

- Face Detection                                                                                                               
Using advanced face detection algorithm, our system can detect human faces in real time, and store the 
captured face images into database, facilitate the video indexing and search task without playing back the 
whole recorded video sequence; meantime, the face detection could trigger other alarm devices such as 

certain time, the system will automatically detect them and trigger alarm signal to alert the personnel on duty 

- Abandoned Object Detection                                                                                                   
The video signals are captured by the camera and analyzed by our intelligent analysis software. When 
some abandoned or unattended object (unattended luggage, explosives, or etc.) stay in the scene for a 

to take action.

- Missing Object Detection                                                                                                     
The video signals are captured by the camera and analyzed by our intelligent video analysis software. When 
targets monitored in the scene have been removed, replaced, or maliciously shaded, our system will trigger 
alarm signal and take corresponding action. This could help our customer to ensure and protect the property 
safety and integrity.

the tracking result. These statistics information could be important in early warning systems of traffic control, 

- Object counting                                                                                                              
Using advanced video analytics algorithm, the moving object in the scene of the captured video can be 
detected and tracked in real time. The traffic statistics can be collected and updated in real time based on 

operation.

- Motion Detection                                                                                                             
Motion detection can be used to alert users of unauthorized entry. The software can trigger alarm such as 

- Retrograde detection                                                                                                         
In the scene of the video camera, user can draw multiple sensitive area and assign legal direction for each 
of them, when the trajectory of the detected object moving inside the sensitive region deviates form the legal 
direction to a certain degree, the system will trigger the configured alarm signal and take the user specified 
action.

- Guard line crossing detection                                                                                                
In the scene of the video camera, user can arbitrarily draw multiple sensitive area or guard lines, when there are moving 
objects(people, vehicles or boat)move into the sensitive area or cross the guard line along the forbidden direction, the syst
automatically track moving objects, trigger alarm signal and take the user specified action.

-
can make adaptive amendment for lighting compensation, enhance the contrast ratio for each pixel in the digital image. For a 
of outdoor, access and other hard light and backlight situations, 

18 19
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 Intelligent Software

MXV-DVR7708 / 7608

MXV-DVR7708 MXV-DVR7608



Professional Box Camera



8
3

m
m

12
1

m
m

241mm

127mm

1
3

4m
m

Specification

1. Original 1/3'' panasonic progressive scan color     

2. Resolution 1080P(1920*1080) @30fps

3. Color: 1.0lux / F12, B/W: 0.5lux / F1.2
    Color slow shutter 0.002lux / F1.2
    B/W slow shutter 0.0008lux / F1.2

Feature

Item no. 

Image Sensor 1/3'' Panasonic Progressive Scan 

Video Uncompressed 

Format

Real -time Resolution 1080P (30fps)

Min. illumination

Lens
2.8-

cut lens

66

Distance 80-

Sync System

S/N Ratio

Video Output

White Balance

Electronic Shutter

Privacy Zones

Motion Detection

Mirror Function

Defog Function

Digital Output

Digital Effect

Digital

Transmission Rate

Power Supply

Operating Temperature

Sync syste

WaterproofPrivacy 
Motion

Detection

Wide2.2M

Related Item

Specification

Grey Optional

Feature

  1. Original 1/3'' panasonic progressive scan color 

  2. Resolution 1080P(1920*1080)@30fps

  3. Color: 1.0lux / F12, B/W: 0.5lux / F1.2
      Color slow shutter 0.002lux / F1.2
      B/W slow shutter 0.0008lux / F1.2

Item no. 

Image Sensor 1/3 '' Panasonic progressive scan 

Video Uncompressed Format

Real - time Resolution 1080P (30fps)

Min. illumination

Lens 2.8 -

Distance

Sync System Internal / Line lock

S/N Ratio ≥50dB 

Menu English / Chinese

Video Output -p 

White Balance

Electronic Shutter Manual / Auto (1/50~1/100,000)

Privacy Zones On / Off (4 areas)

Motion Detection On / Off(8 areas)

Mirror Function Horizontal / Vertical / Rotate

Defog Function

Digital Output signal

- / 3-

Digital Effect  Freeze, Mirror, Neg. image

Digital High / Middle / Off

Auto / manual

/ Off

Transmission Rate - output

Power Supply

Operating Temperature -30°C~55°C

2

Privacy 
Motion

Detection

Wide2.2M

Water Proof

117.71mm

135.44mm

9
0

.1
6

m
m

146.94mm

246.85mm

Internal / Line lock

≥50dB 

English / Chinese

-

Manual / Auto (1/50~1/100,000)

On / Off (4 areas )

On / Off (8 areas)

Horizontal / Vertical / Rotate

2- / 3 -

Freeze, Mirror,  Neg. image

High / Middle / Off

Auto / manual

/ Off

- output

-30 C~55 C

22 23
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HD SDI Camera

MXV-WIR898SDIBV MXV-WIR255SDIBV

MXV-WIR989SDIBV MXV-WIR898SDIBV MXV-IR255SDIBV

MXV-WIR988SDIBV



Specification

Feature

Item no. 

Image Sensor 1/3'' Panasonic Progressive Scan 

Video Uncompressed Format

Real -time Resolution 1080P (30fps)

Min. illumination

Lens

Distance

Sync System Internal / Line lock

S/N Ratio ≥48dB 

English / Chinese

Video Output

Day & Night

Slow Shutter Color: 0.002lux / F1.2 B/W: 0.0008lux / F1.2

Privacy Zones On / Off (4 areas )

Motion Detection On / Off (8 areas)

Mirror Function Horizontal / Vertical / Rotate

Defog Function  High / Middle / Low

Digital Output

Digital Effect Freeze,  Neg. image

Digital High / Middle / Off

On / Off

/ Off

Transmission Rate - output

Power Supply

Operating Temperature
Sync syste

WaterproofPrivacy 
Motion

Detection

Wide2.2M

Product Details

Specification

Feature

Item no. 

Image Sensor 1/3 '' Panasonic progressive scan 

Video Uncompressed Format

Real - time Resolution 1080P (30fps)

Min. illumination

Lens 2.8 -

Distance

Sync System Internal / Line lock

S/N Ratio ≥48dB 

Menu English / Chinese

Video Output -p 

Slow Shutter Color: 0.002lux / F1.2 B/W: 0.0008lux / F1.2

Privacy Zones On / Off (4 areas )

Motion Detection On / Off(8 areas)

Mirror Function Horizontal / Vertical / Rotate

Defog Function  High / Middle / Low

Digital Output signal

Digital Effect  Freeze, Neg. image

Digital High / Middle / Off

On / Off

/ Off

Transmission Rate - output

Power Supply

-30°C~55 °C

Privacy 
Motion

Detection

Wide2.2M

Water Proof

-30 C~55 C

2D / 3D / intelligent noise reduction

White Balance

Day & Night

2D / 3D / intelligent noise reduction

White Balance

24 25

85mm

67mm

260mm

1
0

0
m

m

130mm

90mm

75mm

270mm

8
2

m
m

150mm

Product Details
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HD SDI Camera

MXV-WIR444SDIBV
MXV-WIR660SDIBV

MXV-WIR660SDIBVMXV-WIR444SDIBV



Specification

Privacy 
Motion

Detection

Wide2.2M

Feature

Black Optional

Specification

1. Original 1/3'' panasonic progressive scan color 

3. Color: 1.0lux / F12, B/W: 0.5lux / F1.2
     C olor slow shutter 0.002lux / F1.2
     B/W slow shutter 0.0008lux / F1.2

8. Plastic housing

Item no. 

Image Sensor 1/3'' Panasonic progressivescan

VideoUncompressed Format

Real -time Resolution 1080P (30fps)

Min. illumination

Lens 2.8 -

Distance 10-

Sync System Internal /Line lock

S/N Ratio ≥50dB 

English / Chinese

Video Output -

Day & Night

Slow Shutter Color: 0.002lux/ F1.2, B/W: 0.0008lux/ F1.2

Privacy Zones On / Off (4 areas)

Motion Detection On / Off (8 areas)

Mirror Function Horizontal / Vertical / Rotate

Defog Function High / Middle / Low

Digital Output

2D / 3D / intelligent noise reduction

Digital Effect Freeze, Mirror,  Neg. image

High / Middle / Off

On / Off

/ Off

White Balance

Transmission Rate - output

Power Supply

Operating Temperature -30°C~55°C

Privacy 
Motion

Detection

Wide2.2M

Feature

1
0

0
m

m

130mm

Item no. 

Sensor 1/3 '' panasonic progressive scan 

Uncompressed Format

Total pixels 2010(H) × 1108 (V)

Real-time resolution

Min. illumination 

Distance

Sync System Internal / Line lock

S/N Ratio 50dB 

Output

White Balance / Manual / Outdoor  / Indoor / Auto

Electronic Shutter Manual / Auto (1/50~1/100,000)

Privacy Zones areas )

Motion Detection areas)

Mirror Function Horizontal / Vertical / Rotate

Defog Function High / Middle / Low

Digital Output

Digital Freeze,  Neg. image

Transmission Rate -  output

1944(H) × 1092 (V)

Lens type

2D/3D/ intelligent noise reduction

High/Middle/Low

Day & Night

Yes

English, Chinese

Operating Environment -30°C~55°C / 0%-90%

Protection grade Lightning proof, vandalproof, Ip66

Power Supply

3.Transmit over 300m at 1.485Gb/s

8.Both ceiling mounted and flush mounted are 

Lens shading compensation

26 27

Product Details
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MXV-WIR540SDIDV MXV-WIR290SDIDV

MXV-WIR540SDIDV MXV-WIR290SDIDV



Specification

Item no. 

Image Sensor 1/3 '' Panasonic

Video Uncompressed Format

Real -time Resolution 1080P (30fps)

Min. illumination Color : 1.0lux/F1.2,  B/W: 0.5lux/F1.2

Sync System Internal / Line lock

S/N Ratio ≥50dB 

Video Output -p 

Day & Night

Privacy Zones On / Off (4 areas)

Motion Detection On / Off(8 areas)

Mirror Function Horizontal / Vertical / Rotate

Defog Function High / Middle / Low

Digital Output signal

2D / 3D / intelligent noise reduction

Digital Effect Freeze , Neg. image

High / Middle / Off

Electronic Shutter

On / Off

White Balance

Transmission Rate - output

Menu English / Chinese

Power Supply

1. Original 1/3'' panasonic progressive scan color

3. Color: 1.0lux / F12, B/W: 0.5lux / F1.2
    Color slow shutter 0.002lux / F1.2
    B/W slow shutter 0.0008lux / F1.2

4. Color: 1.0lux/F1.2, B/W: 0.5lux/F1.2

progressive scan

6
6
.

8
m

m

147mm

77mm

Privacy 

Wide2.2M

Related Item

Feature

Specification

Item no. 

Camera Sensor Original 

1/3'' Exmor

Scanning System 2 : 1 interlacing

Effective Pixels Approximate 3.27 Megapixels

Imaging Element

White Balance Indoor, Outdoor, Outdoor auto, Manual

Back Compensation Off / Auto

Focus f=3.0mm (wide) to 9.0mm ( tele) F1.2 to F2.1

Electronic Shutter 1/1 to 1/10,000s, total 22 steps

Manual Speed Pan (0.5 °-160° /s °- 90°/s)

Preset Speed 320° /s

Rotation Continuously 360°

Speed Proportion As the length of focus, to auto adjust the speed

Preset 128 preset, title can be edited

Auto Flip °, with auto -flip 180°

Scan 355°programmable, 4 scans

Display Zone 8 programmable zones with titles

Sync Model Internal

Decoder Built -in

Video Output

Remote Controlling

2400 / 4800 / 9600 / 19200 bps

Range 1-254

Temperature -30° C~+50 °C

Humidity 0-95% (no condensation)

Protection Grade -proof,surge -proof, all day defend 
cover

Power Supply 24V

4. 128 presets (titles can be set), 4 tours, 4  
patterns, 8 programmable zones (titles can be set)

5. 360° continuous pan speed up to 160°/s
6. 90° tilt “Auto Flip” speed up to 90°/s

9. 3X optical zoom, 12X digital zoom, 3.0-9.0mm lens
proof, wave-proof

11. Built-in heater and fan

13. Integrated structure, easy and fast installation

Privacy 
Motion

Detection

Wide2.2M

Related Item

Feature

108.9mm

1
0

8
.9

m
m

154mm

110.5mm

1
5

2
m

m

Motion
Detection

Digital 

Manual / Auto (1/50~1/100,000)

-30°C~55 C

28 29

1080P 1080P Wide
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HD SDI Camera

MXV-W848SDIXV

MXV-W484SDIXV

MXV-PTZ404SDI3X

MXV-PTZ440SDI3X

MXV-W848SDIXF 

2.

1/3'' Exmor

MXV-PTZ404SDI3X



Related Item

Specification

268mm

365mm

Privacy 
Motion

Detection

Wide2.2M

Feature

Specification

Motion
Detection

4/8
Channel H.264 Network Audio Alarm

460mm

440mm

8
9

m
m

Feature

Product Details

live view

2. H.264 dual-stream video compression

Model
User Interface

Operating System

Language Chinese, English, Russian

Operation Mode

Password Security Multiple Users Management 

port                        port  

Audio Input port                    port

Display Split 1/4                                       1/4/9

Recording

Loop Through Support

Audio Output 

H.264Compression

Frame Rate

Streaming Type

Record Resolution

32kbps

Support

Audio Rate

Dual Streaming

Mobile Monitor Android, iPhone, iPad

Playback

Network Protocol

Serial Port 

Power Supply

Power Consumption

Working Environment 

Working Humidity 10％--90％ 

2U Housing

Dimension(W×D×H)

Two Way Audio

Support

Alarm

435mm×440mm×90mm

-10℃-＋55℃ 

  2.Signal system: 1080P/29.97, 1080P/25, 
1080I/59.94, 1080I/50, 720P/50, 720P/29.97, 
720P/25

  3.128 presets (titles can be set), 4 tours, 4 patterns
  4.360° continuous pan speed up to 320°/s
  5.90° tilt “Auto Flip” speed up to 150°/s

  10.20X optical zoom, 4.45-89mm lens

200m

Item no. 

Camera

Image Device

Effective Pixels Approx. 2 million

 Zoom 20X optical zoom

54.1deg. (wide end) to 2.9deg. (tele end)

Minimum Object Distance 10mm (wide) ~ 1,000 mm (tele)

Sync System Internal

Electronic Shutter 1/2 to 1/10,000 s, 21 steps

White Balance (fix/auto), One -push, Manual

Gain Auto/Manual/Max. Gain Limit (-3 to 28 dB, 2 dB steps)

Wide Dynamic Range Auto/Manual

Privacy Zone Masking Spherical

Character Generator 20 characters/line, max. 11 lines

Focus System

Camera Operation / Zoom Switch

Picture Effects E-flip, Nega Art, Black & White, Mirror image, Color enhancement

Exposure Control
 iris priority), 

S/N Ratio More than 50 dB

Minimum Illumination

Signal System
720p/50, 720p/29.97, 720p/25,

Interface

Camera Control Interface
®

Kb/s, Stop bit: 1/2 bit selectable

Genera

Weight

Operating Temperature -5deg. C - 60deg. C

Storage Temperature -20deg. C - 60deg. C

Power Requirements

Auto (Sensitivity: normal, low), One-
 Infinity,

20x Optical Zoom, f= 4.45mm (wide) ~ 89mm

30 31
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DVR Recorder

MXV-PTZIR961SDI20X

MXV-PTZ962SDI

1/3" 2.0 MP CMOS sensor

MXV-DVR2204SDIM / DVR2208SDIM

MXV-DVR2204SDIM MXV-DVR2208SDIM

1/3" 2.0 MP CMOS sensor9.

MXV-PTZIR961SDI20X



Mini / Hidden Camera



    

Product Details

Specification

Feature

Item no. 

Effective Pixel

Lens 2.8-12mm lens

Min. illumination 0lux

Electronic Shutter Auto / Manual 

Video Output

Day & Night

High / Middle / Low / Off

White Balance

On / Off

English/Chinese

Power Supply

Specification

Product Details

Feature

  3. 2.8-12mm varifocal lens 

 
detection, etc.

    

Item no. 

Image Sensor  Sony 1/3''  Effio  

Horizontal Resolution

Effective Pixel

Lens 2.8-12mm lens 

Scanning Area 4.9mm(H)*3.7mm(V)

Min. illumination 0lux

35m

Waterproof Rating Ip66

Electronic Shutter Auto 

S/N Ratio more than 48dB

Sync System Internal

Video Output -

Day&Night

Auto / Manual

White Balance / Manual

Yes

Motion Detection Support

Privacy Mask Support

Power Supply

Operating Temperature

Water Proof

8
9
m

m

9
8
m

m

280mm

143.5mm

97mm

~ +50 °C -10°C Operating Temperature ~ +50 °C -10°C 

30m

34 35

Pick-up device

Scanning Area 4.9mm(H)*3.7mm(V)

High / Middle / Low / Custom

On / Off

Exposure mode

Electronic slow shutter Auto / Manual

Digital zoom 8 times

3D noise reduction High/Low/Off

Mirror function Horizontal / Vertical / Rotation / Off

S/N Ratio 

Sync System Internal / External

1.0V p-p Composite Video Output, 75 Ohm

Water Proof

Wide
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MXV-WIR770A7BV
MXV-WIR330A7BV

MXV-WIR330A7BVMXV-WIR770A7BV



    

Specification

White Optional

Feature

Item no. 

Image Sensor 1/3'' Sony Effio

Effective Pixel

Horizontal Resolution

Lens  2.8mm wide angle lens

Scanning  Area 4.9mm(H)*3.7mm(V)

Min. illumination 0lux

20m

Waterproof Rating Ip67

Electronic Shutter Auto 

S/N Ratio ≥48dB

Sync System Internal

Video Output

Day&Night

Auto / Manual

White Balance / Manual

Yes

Power Supply

Operating Temperature

Water Proof

Gery Optional

Specification

Feature
    

Item no. 

Image Sensor 1/3'' 

Effective Pixel

Horizontal Resolution

Lens

Scanning Area 4.9mm(H)*3.7mm(V)

Min. illumination 0lux

20m

Waterproof Rating

Electronic Shutter Auto 

S/N Ratio

Sync System Internal

Video Output

Day&Night

Auto

White Balance Auto

Auto

Power Supply

Operating Temperature

Water Proof

~ +50 °C -10°C ~ +50 °C -10°C 

>45dB

No

Auto 

Auto 

Auto 

3.3.6mm/6mm fixed lens optional

6.Aluminum alloy housing

7.Easy for installation    

1/3'' 

3.6mm/6mm lens optional

≥48dB                                         >45dB

36 37
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MXV-IR860A7BF

MXV-IR860A7BF MXV-IR860A6BF

MXV-IR361A7BF

MXV-IR361A7BF MXV-IR361A6BF MXV-IR361A4BF



Product Details

Specification

Feature
    

Item no. 

Image Sensor 1/3'' 

Effective Pixel

Horizontal Resolution

Lens

Scanning Area 4.9mm(H)*3.7mm(V)

Min. illumination 0lux

25m

Waterproof Rating

Electronic Shutter Auto 

S/N Ratio

Sync System Internal

Video Output

Day&Night

Auto

White Balance Auto

Auto

Power Supply

Operating Temperature

Water Proof

~ +50 °C -10°C 

3.6/6mm lens  

≥48dB                                       

    

Gery Optional

Specification

Feature

  3. 2.8-12mm varifocal lens 

  7. Easy for installation

Item no. 

Image Sensor 1/3'' 

Effective Pixel 752(H)*582(V)

Horizontal Resolution

Lens 3.6mm lens 

Scanning Area 4.9mm(H)*3.7mm(V)

Min. illumination 0lux

Waterproof Rating

Electronic Shutter Auto 

S/N Ratio more than 48dB

Sync System Internal

Video Output - p Composite Output 

Day&Night

Auto

White Balance Auto

Auto

Power Supply

Operating Temperature

6
6
.3

5
m

m

101.03mm

179.23mm

Water Proof

~ +50 °C -10°C 

38 39
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MXV-IR745A7BF

MXV-IR745A7BF

MXV-IR514A7BF

MXV-IR514A7BF MXV-IR514A6BF



Black Optional

Specification

Feature
    

Item no. 

Image Sensor 1/3'' 

Effective Pixel

Horizontal Resolution

Lens 2.8 - 12mm 

Scanning Area 4.9mm(H)*3.7mm(V)

Min. illumination 0lux

30m 

Electronic Shutter Auto 

S/N Ratio

Sync System Internal

Video Output -p Composite Output 

Day&Night

Auto / Manual

White Balance

Power Supply

Operating Temperature

105mm

120mm 120mm

~ +50 °C -10°C 

    

Black Optional

Specification

Feature

Item no. 

Image Sensor

Effective Pixel

Horizontal Resolution

Lens

Scanning Area 4.9mm(H)*3.7mm(V)

Min. illumination 0lux

40-45m

Waterproof Rating Ip65

Electronic Shutter Auto 

≥48dB

Internal

- p Composite Output 

S/N Ratio

Sync System

Video Output

Day&Night

White Balance

Power Supply

Operating Temperature

Water Proof

~ +50 °C -10°C 

3.9-22mm varifocal lens

detection, privacy mask, etc

7.Strong Light control, reading car plate from 10m 
away

 9-22mm varifocal lens

Yes

Auto / Manual

≥48dB
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MXV-ANIR893A7DV

MXV-ANIR893A7DV MXV-ANIR893A6DV



    

Product Details

Specification

Feature

Image Sensor 1/3'' Sony 

Effective pixel

Horizontal Resolution

Lens

Scanning  Area 4.9mm(H)*3.7mm(V)

Electronic Shutter Auto

S/N Ratio ≥48dB

Sync System Internal

Video Output - p Composite Output 

White Balance

Auto /Manual

Power Supply

Operating Temperature

Vandal
Proof

Item no. Item no. 

Product Details

Specification

Feature

  3. 2.8-12mm varifocal lens

  5. Vandal-Resistant housing

detection, etc.

    

Image Sensor 1/3'' Sony Effio

Effective Pixel
960(H)*582(V)

Horizontal Resolution optional )

Lens 2.8 - 12mm varifocal lens 

Scanning Area 4.9mm(H)*3.7mm(V)

Min illumination 0lux

Electronic Shutter Auto 

S/N Ratio more than 48dB

Sync System Internal

Video Output - p Composite Output 

Yes

D -

Motion Detection (4 programmable zone)

Privacy (8 programmable zone)

White Balance

Power Supply

Operating Temperature

1
0
0
m

m

141.5mm

141.5mm

Vandal
Proof

Item no. 

~ +50 °C -10°C ~ +50 °C -10°C 

3.2.8mm wide angle lens

motion detection, privacy mask, etc

5.Vandalproof housing

6.Easy for installation

2.8mm wide angle lens

Day/night                                           Color to 

Yes

42 43
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MXV-ANW554A6DF

MXV-ANW554A6DF

MXV-ANWIR990A7DV

MXV-ANWIR990A7DV



    

Specification

Feature

Image Sensor

Effective pixel

Horizontal Resolution

Lens

Scanning Area 4.9mm(H)*3.7mm(V)

Min illumination 0lux

30*F5

20m

S/N Ratio ≥48dB

Sync System Internal

Video Output - p Composite Output 

Day/night

Auto/Manual

White Balance

Power Supply

Operating Temperature

Item no. Item no. 

Product Details

Specification

Feature
    

Image Sensor 1/3'' 

Effective pixel

Horizontal Resolution

Lens 2.8mm fixed lens

Scanning Area 4.9mm(H)*3.7mm(V)

Min illumination

Electronic Shutter Auto

S/N Ratio

Sync System Internal

Video Output - p Composite Output 

Day/night

Auto 

White Balance Auto

Power Supply

Operating Temperature

Minimun
lllumination

Item no. 

Related Item

~ +50 °C -10°C 

~ +50 °C -10°C 

3.2.8-12mm  varifocal lens

motion detection, privacy mask, etc

2.8-12mm lens

>45dB

Yes No

Auto

Auto

Auto

≥48dB >45dB

Auto

44 45
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m

130mm
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MXV-WIR250A7DV

MXV-WIR250A7DV MXV-WIR250A6DV MXV-WIR250A4DV

MXV-IR513A6DF

MXV-IR513A6DF MXV-IR513A6RDF



    

Related Item

Specification

Feature

Image Sensor 1/3” Sony Effio

Effective pixel

Horizontal Resolution

Lens Mount

Drive Mode

Min. Illumination 0.01lux

Sync System Internal

Gamma 0.45

S/N Ratio >48dB

Video Output

Yes

Auto / Manual

Power Supply

Operating Temperature

Minimun
lllumination

Item no. Item no. 

1/4-20

50.5mm

5
0

.5
m

m

52mm

Related Item

Specification

Feature

  3. Minimum illumination  0.1lux 

  4. 3.6-97.2  lens, 27X zoom lens

motion detection, privacy mask, etc.

 

  7. Focusing speed 0.01 second  

    

Image Sensor

Scanning Area 3.7mm(H)*2.8mm(V)

N:976(H)*494(V),  
P:960(H)*582(V)

3.6 - 97.2mm lens

0.1lux

ResolutionHorizontal 

Lens 

Min. Illumination

Optical Zoom 27X

Scanning system 2 : 1 interface

Scanning frequency

Sync System Internal

Electronic Shutter Auto /  Manual

Gamma 0.45

S/N Ratio more than 48dB

On back panel

Auto / Manual

White Balance Auto / Manual

Day / Night

Power Supply

Operating Temperature

93mm

6
8
m

m

48mm

6
8
m

m

Minimun
lllumination

- 10°C ~ 50 °C

Item no. 

~ +50 °C -10°C 

3.Minimum illumination 0.01lux 

motion detection, privacy mask, etc

Electronic Shutter Auto / Manual

White Balance

Motion Detection Yes

Privacy Mask Yes

Effective pixel

46 47

Wide
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MXV-W848A7EXV

MXV-W848A7EXF

MXV-W289A6X27V

MXV-W289A6X27V

MXV-W139A7EXV MXV-W389A6X27V



    

Specification

Feature

3. 2.8mm fixed lens

4. Small size: 68mm*40mm(D*L)

7. With bracket

Image Sensor 1/3''  Sony

Effective pixel 768 (H)*494(V), 752(H)*582(V)

Horizontal Resolution

Lens 2.8mm lens

5 - view

Scanning Area 4.9mm(H)*3.7mm(V)

Min illumination 0lux

Electronic Shutter Auto

S/N Ratio More than 48dB

Sync System Internal

Video Output - p Composite Output 

Day/night

Auto

White Balance Auto

Auto

Power Supply

Operating Temperature

3
0
m

m

85mm

30mm

Item no. Item no. 

Product Details

~ +50 °C -10°C 

52

www.multixvision.com

MXV-IR111A5MF

MXV-IR111A5MF
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